Piezoelectric inkjet

FPiezo-elekink Murekkep Puskurtme

Medya Geniglik 2289 ke 1625 mm arass
Kalinhk En fazla 1.0 mm
Rulo Capir En fazla 210 mm
Rulo Agurhg 40 kg

Baski Genigligi *2

Medya Cekirdegi C-api *1

762 mm ya da 0.5 mm

En fazla 1615 mm

Murekkep Tur E. Murekkep
Kapasite 1000 cc'lik kartug
Fenkler 4 renk (Cyan, Magenta. San. Siyah)
T renk (Cyan, Magenta. 3an, Siyah, Light Cyan, Light Magenta, Acik Siyah)

Bask cozinirligi (dots per inch) Dots per in En fazla 1440 dpi
Baskl Modlan Cozunuriuk Pass Sayisi Hiz/strong=>
4 RENK CMYK
En Yuksek Hiz (Banner) 360360 1 102 m2isaat (1098 m2rsaat)
Billboard (Banner) 24360 2 63 m2/saat (675 m2/saat)
Yukszek Hiz (Banner){Banner) 540360 = 30 mZ/saat (322 m2isaat)
standart (Banner) F200720 5 24 m2isaat (256 m2isaat)
Yukzek Kalite {Banner) 7201440 g 13 mi2isaat (140 m2/saat)
Yukzek Hiz (Vinil) 360720 2 30 mi2isaat (322 m2/saat)
Standart (Vinil) 7200720 G 14.6 m2/zaat (157 m2/zaat)

7200720 o 161 ft2/h (15 m2/h)
Yukzek Kalite (Vinil) 7201440 12 10 mi2isaat (107 m2/saat)
7 COLOR CMYKLcLmLEk
Yukzek Hiz (Banner) S40 360 o 172 ft'2h (16 m2/h)
standard (Banner) 720720 10 129 fth (12 m2/h)
Yukzek Kalite (Banner) 7201440 18 65 fih {6 m2Mh)
Yukzek Hiz (Vinil) 360720 o 161 ft2/h (15 m2h)
standart (Vinil) 720720 12 108G ft2/h (10m2/h)
Yukszek Kalite 7201440 20 59 fiX'h { 5.5 m2/h)
Mesafe Dogrulugu *3 *4 Katedilen mesafenin £0.3% unden daha dusuk ya da 0.3 mm, hangisi daha buyuk ise
Medya Isitma Sistemi *5 Print heater Seiting range for the preset temperature: 30 to 45°C (36 to 112°F)

Dryer Seiting range for the preset temperature: 30 to 55°C (36 to 131°F)
Baglant Tiird Ethernet (10BASE-TADMIBASE-TA, automatic switching)

Gug tasarmufu fonksiyonu Automatic sleep feature

Gug Gereksinimi ACT00 to 120V =10%, 11 A, 50v60 Hz or

AC 220 to 240 WV £10%, 2.3 A, 30W60 Hz

Gug Tuketimi Calisma Esnasinda 1450w

Sleep mode fow

Akustik 5es Seviyesi Calisma Esnasinda  Temperature: 135 to 32°C (39 to 90°F) [20°C (65°F ) or more recommended], Humadity: 35 to 80%RH (no condensing))

Bekleme Esnazinda Temperature: 3 to 40°C (41 to 104°F), humidity: 20 to $0%6EH (no condensation)

Boyutlar (stand ile) 108in (2, 750mm ) W x 31in {7é5mm) D x 39.9in {1,520mm) H

Boyutlar (stand ile) 453 b (220 kg)

Uriine Dahil Parcalar Dedicated stands, power cord, media clamps. media holders, replacement blade for separating

*1 TMedya tutacakian bu cihaz igin ozel olarak tasarlanmistir ve 76.2 mm capindaki medya ¢ekirdeklenne sahip medyalar icin uygundur. 30.2 mm capindak medya celardeklen icin opsiyonel olarak sunulan medya
tutzcaklsn gereklidir,

*2 Uretim sirecinin uzunludu yazihmin yetkinlikderi ile siaridir

"3 Medya tipi: Roland DG Corporation tarafindan belirtilen medyalar. Sicakhik: 23°C, Nem: %230, Roll tipi medya dogru bir sekilde cihaza takibmalidir. Medyanin genislemesiniidaralmasini goz ardi eder. On-isitic,
medya isitcl ya da kurutecu kullanikdiinda garanti edimez. Tim dizeltme ve ayarlama fonksiyonlanmin dogru bir sekilde yiritdlddgond varsayar. Bask seyahat uzunbugu: 1 metre.

"4 Cihaza gug werildikten sonra bask alanimin isinmas: gerekmektedir. Bu sureg 5 #a 20 dakika arasi sorebilir. 1sinma sdresi gevresel ethenlere gore degigikiy gdstersbd. Ortam sicakhging ve medya genisligine
badl olarak, onceden belienen sicakhja erisilemayebis,

"5 Burads belirtilen teknik ozellikler, tasanimilsr v boyutlar, haber veriimeksizin Roland DG Corporation tarafindan guncelisnshi,
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Roland VersaWorks System Requirements
i;letim sistemi Windows® &, Windows® 7, Windows Vista®, Windowsa XP
|slemci Core ™2 Duo, 2.0 GHz or faster recommended

RAM 2 GB or more recommended

Ekran karti ve Monitor 12850 x 1024 ve uzenndeki cozunurlukler tavsiye edilir
Bos sabit disk alan 40 5B ve Uzentd=
Hard-di=k file system MTFS format

Cptical drive CVD-ROM drive

Application software compatible with Cutting and Print&Cut
Adobe® lllustrator® 10, CS, C52, €53, C54, C55. C56

CorelDRAWE 11, 12, X3, A4, X5



